
cleancube 
JACKPADs

Technical Data Sheet

www.guardtech.com	 0330 113 0303	 sales@guardtech.com

XXXXXXXXXXXXXXXXXXXX
Tatil hocatum nonfece con videsto noraet? Me publi-
cus sedo, C. Iptea ne firipte ina, quo nostri consultum 
dentenduc ina, consus con sedo, vivicupiorum senarib 
unteressis vivastere intus, fur ure maximis etifes in aci 

XXXXXXXXXXXXXXXXXXXX
Tatil hocatum nonfece con videsto noraet? Me publi-
cus sedo, C. Iptea ne firipte ina, quo nostri consultum 
dentenduc ina, consus con sedo, vivicupiorum senarib 
unteressis vivastere intus, fur ure maximis etifes in aci 

MOBILE CLEANROOM SUPPORT SYSTEM 
Jackpads are a cost-effective, robust and fully height 
adjustable support system utilised with Guardtech’s range 
of award-winning CleanCube Mobile Cleanroom container 
units. Jackpads are an environmentally friendly solution 
that require minimal remedial works. 
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96 kN

Double Jackpad Support

900 x 450 = 237 kN/m²900 x 450 = 237 kN/m²900 x 450 = 237 kN/m²900 x 450 = 237 kN/m²

1200 x 650 = 123 kN/m²1200 x 650 = 123 kN/m²1200 x 650 = 123 kN/m²1200 x 650 = 123 kN/m²

1300 x 750 = 98 kN/m²1300 x 750 = 98 kN/m²1300 x 750 = 98 kN/m²1300 x 750 = 98 kN/m²

1200 x 850 = 81 kN/m²1200 x 850 = 81 kN/m²1200 x 850 = 81 kN/m²1200 x 850 = 81 kN/m²

1600 x 1050 = 57 kN/m²1600 x 1050 = 57 kN/m²1600 x 1050 = 57 kN/m²1600 x 1050 = 57 kN/m²

1500 x 950 = 67 kN/m²1500 x 950 = 67 kN/m²1500 x 950 = 67 kN/m²1500 x 950 = 67 kN/m²

Ground Bearing Capacity

50 mm50 mm50 mm50 mm

100 mm100 mm100 mm100 mm

150 mm150 mm150 mm150 mm

200 mm200 mm200 mm200 mm

250 mm250 mm250 mm250 mm

300 mm300 mm300 mm300 mm

Depth

1000 x 550 = 175kN/m²1000 x 550 = 175kN/m²1000 x 550 = 175kN/m²1000 x 550 = 175kN/m²

maximum safe working load

48kN

100 mm

150 mm

200 mm

250 mm

300 mm
1050 x 1050 = 43 kN/m²

Ground Bearing Capacity

Depth

THE CLEANCUBE JACKPAD RANGE
There are four different Jackpad systems available depending 
on the load-bearing requirements posed by your CleanCube 
Mobile Cleanroom portable controlled envrionment – single, 
double, quadruple and beam. 

SINGLE JACKPAD DOUBLE JACKPAD QUADRUPLE JACKPAD

The System
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Proof tested 60kN 
Safe working load 48kN

Proof tested 120kN 
Safe working load 96kN

Proof tested 385kN 
Safe working load 295kN 

Proof tested 182kN 
Safe working load 146kN

SINGLE

QUADRUPLE

DOUBLE

BEAM

 

ARE YOU  
A GREENER 
THINKER?

•	 Proof tested 
385kN

•	 Safe working 
load 295kN
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Safe, secure and
 simple, Jackpad is a 
proven alternative to 
traditional concrete 

foundations for
 portable buildings

www.guardtech.com	 0330 113 0303	 sales@guardtech.com

146 kN

Quadruple Jackpad Support

900 x 900 = 180 kN/m²

1100 x 1100 = 120 kN/m²

1300 x 1300 = 86 kN/m²

1500 x 1500 = 65 kN/m²

1000 x 1000 = 146 kN/m²

1200 x 1200 = 101 kN/m²

1400 x 1400 = 74 kN/m²

Ground Bearing Capacity

50 mm

100 mm

150 mm

200 mm

250 mm

300 mm

Depth

safe working load
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BEAM JACKPAD
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100% SUSTAINABLE
Zero landfill, UK manufactured 

100% RECYCLED MATERIAL
Reduced emissions of carbon  
dioxide (CO2), nitrogen oxide (NO) 
and sulphur dioxide (SO2).

Proven

Cost-effective

Reusable

Reduced Health & Safety Risk

Environmentally friendly

Reduced time on site

All weather Installation

No remedial works

Offers flexibility of crane position

BENEFITS JACKPAD CONCRETE


